
When an emergency vehicle, a tow truck or a 
surveillance vehicle is stopped in a traffic lane or 
on the shoulder of the road and its flashing lights 
or arrow light signals are activated, drivers must 
“move over” in order to create a buffer lane.

Intervention  
on the shoulder

1. Slow down.

2. Put as much distance  
as possible between you 
and the stopped vehicle, 
while remaining in the 
same lane.

Intervention  
in a traffic lane

1. Slow down. 

2. If necessary, stop to  
yield the right of way  
to oncoming vehicles.

3. Change lanes after  
making sure that you  
can do so safely.

“MOVE OVER” MANOEUVRES TO CREATE A BUFFER LANE

Two-way roads, a single lane  
in each direction

PROTECT 
THOSE WHO PROTECT YOU

OBEY THE MOVE-OVER LAW

Notice to the accessibility reader 
This document meets the requirements of the Québec government standard for Web accessibility SGQRI 0 0 8 0 2 in order to make it 
accessible to everyone, regardless of whether or not they have a disability. All text appearing between curly brackets serves to describe 
non-text content, such as images, abbreviations or other content that relies on sensory perception to communicate information, indicate an 
action, require a response or draw attention to a visual element. 
If you experience technical difficulties, please contact the Société de l’assurance automobile du Québec at 1 800 3 6 1 7 6 2 0. This document 
was created by the Société de l’assurance automobile du Québec (www.saaq.gouv.qc.ca).
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This measure has been in force since 
August 5, 2012. Offenders face a $200  

to $300 fine and 4 demerit points. 

For more information on the Move-Over Law 
 and how to create a buffer lane, go to 
MoveOverLawQuebec.gouv.qc.ca

Intervention  
on the shoulder

1. Slow down.

2. Change lanes after  
making sure that you  
can do so safely.

3. If you cannot change lanes, 
move over as far as you can 
in the lane you are in so as 
to leave as much space as 
possible between you and  
the stopped vehicle.

Highways and roads with  
multiple lanes in both directions

 Original text in French

Intervention  
in a traffic lane

1. Slow down. 

2.  If necessary, come  
to a complete stop.

3.  Change lanes after  
making sure that you  
can do so safely.

“MOVE OVER” MANOEUVRES  
TO CREATE A BUFFER LANE
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http://MoveOverLawQuebec.gouv.qc.ca/
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